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MGL Series 532nm
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  Applications： 

· Collimating 

· Survey 

· Medical science  

· Laser display 

· Laser lightshow etc. 
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	Model
   MGL
MAL 

Wavelength (nm) 
 532 
556 
Transverse mode 
                   TEM00 
Operating mode
               CW
Output power (mW)
          10、30、50、100、150、200、300
10、20、30 
Power stability
 (rms, over 4 hours) 
             <1%,<3%,  <5%, <10%
<5%,<10% 
M2 factors
 <1.2
Beam diameter at the aperture (1/e2) (mm) 
   ~2
Beam divergence, full angle (mrad)    
<1.5
Operating temperature (℃) 
10-35
Point stability, after warm-up (mrad)
<0.05 
Warm-up time (minutes) 
<15 
Expected lifetime (hours)   
10000
Dimensions of laser head  (mm)
116(L)× 73(W) × 46.2(H)
Net weight of laser head (kg)
0.645
Power supply        (110 or 220VAC)
Model:LD-WL201
206(L)×137(W)×76(H)3.0kgs
Dimensions of power supply (mm)
integrated driver(LD-WL206)
130(L)×120(W)×65(H)1.0kg
separated driver(LD-WL203)
100×62×55(PC board)0.255kg
120×60×36(adapter)0.355kg
TTL Modulation
Optional, up to 1-10kHzb or higher   
 (If request, higher rate up to 40kHz available)
Analog Modulation
Optional, up to 1-10kHz or higher                                             (0~max output when 0~5VDC signal input)
Warranty time 
1 year
Related products
Low noise, single frequency, Q-switched green laser available.
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Learn more on IL Photonics at

 www.il-photonics.com
Phone:
(+972) 2-9923532; Fax: (+972) 2-9921480;

 E-mail: moshe@il-photonics.com; 511 Hashita, Beit Shemesh 99552, Israel;
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